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FITTING INSTRUCTIONS VENDIG PRIME TRACKER 3100 
Vendig Prime Trackers design brings many advantages as soft suspension and steering belt back 

to the straight line due to the smallest movement of the belt. No sand, dust or water will ever 

effect the pivot bush. The Prime-Pivot-Bush is designed to allow the tracker to move both 

horizontally and vertically. This is why belt and tracker is always in full contact.  

 

Prime-Tracker steer when necessary up till belt speeds of 5m/s and it idles the rest of the time, 

which is  the secret behind its long service life. It works excelent för reversible belts. 

 

CONDITIONS FOR THE PRODUCT 
• Max. working belt speed: 5.0 m/s 

 
 

 
 

 

 
 

 
 

WARRANTY 
The product is covered under 24months warranty from time of purchase. For questions or claims, please contact our customer 

service. Damage to the product caused by incorrect handling or incorrect installation will not be considered subject to 

guarantee. Vendig will not be considered responsible for consequences or damage on other equipment or for injury due to 

incorrect handling or incorrect assembly.   

Picture 1 

CAUTION!  

Lockout and Tagout! Always turn off the conveyor belt before maintaining, adjusting or 

installing the product to make sure that the belt cannot start while the work is in progress. 
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ASSEMBLING OF 3600 
• Turn off the belt conveyor (lockout and tagout).  

• The Vendig Prime Tracker replaces an idler and is to be installed about 3,5 x the belt width 

from the return pulley. The distance to the next idler shall be about 3,5m. A Prime Tracker 

can also be placed along the conveyor where necessary. 

• Install the Vendig Prime Tracker above or below the returning belt using the holes/slots in its 

brackets.  

• The belt shall run centered in the conveyor frame, as shall the Vendig Prime Tracker. The 

dimension B is therefore to be equal on both sides of the frame.  

• Vendig Prime Tracker shall be angled 90 deg to the conveyor center line. Use a set square 

with long shanks to make sure that the Prime Tracker is normal to the conveyor belt. 

• Height H between shaft and frame to be equal on both sides of the belt guidance. 

• Install the belt guidance correctly according to the above and tighten the bolts. Adjust the 

height to archive the correct guiding force. 

 

MAINTENANCE 
Inspect the product regularly (lockout and tagout). The product needs to be in full contact with the 

belt at all times. Adjust the height H if needed. 
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