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FITTING THE PU WEDGE 6750 
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A PU Wedge 6750 kit contains: 

 

• 1 PU wedge, article 6751. Moulded in resilient polyurethane. 

• 1 Fastening bracket, article 6755. 

 

GENERAL INFORMATION  

 
Each consignment includes a spacer (wooden block) of height 41 mm. This spacer is used in order to 

allow the fastening bracket, article 6755, to be placed at the correct distance to the sideplate in the 

trough (the height of the block is suitable for skirt rubber of 10 mm thickness).  

The 25x25x3 mm angle iron is not included in the consignment. 

 

 

CAUTION  

 
Always turn off the belt conveyor before installing or carrying out maintenance on the wedge.  

Make sure that the belt cannot start while this work is in progress.  

 

IMPORTANT 

 
Do not use the PU wedge for fitting the rubber wiping seal to the rear wall of the loading point, since 

the wedge can then easily come loose. 

 

 
 

 

1. Fastening bracket art 

6755 

2. PU wedge  art 6751 

3. Skirt rubber 10 mm 

4. Angle iron 25x25x3 mm 
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FITTING  

 
1. Fit the fastening bracket (1) so that its tip is at least 10 mm above the belt; see 

drawing. 

2. Spot weld the fastening brackets onto the side wall and fit the skirt rubber on a 

temporary basis before finally fixing it. Make sure that all wedges/fastening 

brackets are aligned with each other.  

3. The fastening brackets are fitted at 30-40 cm intervals. 

4. The wedges are then wedged into the fastening brackets in the direction of travel 

of the belt so as to make them “self-locking”; see sketch. 

5. If the belt is reversible, every other wedge is turned in the opposite direction. This 

provides locking in both directions. 
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MAINTENANCE 

 
Check a few times every month that the wedge is not coming loose. 
When there is need for adjustment of the skirt rubber: 

• Turn off the belt conveyor. 

• Unlock one or two wedges with a hammer. 
• Press down the skirt rubber to the belt again and lock the wedges with the hammer. Simple and 

timesaving! 
 

 

 

 

 

 

WARRANTY 
 

Damage to the PU wedge caused by incorrect handling or in connection with incorrect installation 

cannot be considered to be covered by warranty if these instructions have not been followed. We 

therefore accept no claims for any consequential damage or loss. 
 


